
Grain type

Bonding

Color

Backing

Flexibility

Production width

Zirconia alumina

Full-resin bonded

Blue

X-Polyester

Sturdy

58 in

Unalloyed
Steel

Aluminum Non-ferrous
metals

Stainless Steel

KK715X
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Medium
to high
pressure

Close
coated

Also for wet
grinding

Features

Materials

Grit range:

 High stock removal rate

 Continual self-sharpening effect results in long-lasting
high grinding capacity thanks to constant recreation
of sharp grain points

 Highly resilient

 Oil and water resistant 

Zirconia alumina abrasive with self-sharpening effect for working hard workpiece
surfaces which stands out due to its aggressive cut and a very high stock removal rate.
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VSM ZIRCONIA ALUMINA

Product data sheet · Belts · Rolls

Benefits

1) Further grit sizes upon request. Subject to technical changes.

VSM Abrasives Corp.
1012 East Wabash Street · O'Fallon, MO 63366 · USA 
T +1 800 737 0176 · F +1 636 272 6394
us.info@vsmabrasives.com · www.us.vsmabrasives.com

150 800     1000     1200 120100806050403630242016 180 220 240 280 320 360 400 500 600

Backstand

Robot
Grinder

Cylindrical

Wide Belt
Sander

Edge GrinderDynafile
Sander

Centerless

Planetary
Grinder

Floor
Sander

Flat Sander

1)

http://www.us.vsmabrasives.com/

